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Approved by Furntech-AFRDI 

*Check website www.furntech.org.au for current certification status 

Certificate No. 

16399/1 
 

Nominal Expiry* 

18 May 2025 

Product name: xLocker2 System 

Company: Planex Sales Pty Ltd 

Product type: Fixed pivoted door storage units 

Certified for: General safety  

 Strength and durability  

 Stability  

Test level: 3 – Commercial 
 

 

 

AFRDI Blue Tick certification criteria are based on AS/NZS 4790: 2006 (R2016) 

Furniture – Storage Units – Determination of Strength and Durability (including 

the relevant sections of ISO 7171:2019 Furniture – Storage units – Test 

methods for the determination of stability), but may include additional 

requirements and variations as deemed appropriate by Furntech-AFRDI. 

Electrical components, if present, have not been tested or certified by 

Furntech-AFRDI to any electrical standard or evaluated against any electrical 

regulation. 

Testing and evaluation was conducted on the specified unit/s, or selected 

samples from the range, such that in the opinion of Furntech-AFRDI all items (as 

tabulated below) should perform satisfactorily in relation to the certification 

criteria. Certification is limited to the features and options depicted and listed 

on this certificate. 

The supplier having agreed to maintain the compliance of the product and to 

submit to retesting and auditing as appropriate, the Australasian Furnishing 

Research and Development Institute hereby certifies the product range (as 

specified) under the AFRDI Blue Tick Product Certification Program. 

This certification is valid for three years but may be suspended, revoked or 

renewed. 
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Certified Features/Options 

Carcass widths, 300 & 400 mm 

Carcass height, 2000 mm with 

100 mm plinth 

Carcass height, 2000 mm with 

150 mm plinth 

Carcass height, 1600 mm with 

500 mm plinth 

Cam lock 

Combination dial lock 

Rotor hasp padlock 

Levelling feet 


